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ASSESSMENT &
REMEDIATION PROGRAM

Also called Technical Sections 1 & 2 of
the UST Branch

Martha Martin — Chief of Section 1
Joseph Curro — Chief of Section 2
5 project managers/450 leaking sites

Investigate petroleum releases from
USTs and oversee response,
assessment, monitoring, risk evaluation,
and remediation



EMERGENCIES

If you have a release or a spill that may
affect State waters, land, air, or public
health, immediately call MEMA at 1-800-
222-6362.

Call the local fire department and MDEQ
Emergency Services.

Follow up by reporting the release to
MDEQ UST Branch and confirm that
you reported the emergency to MEMA.



EMERGENCY EXAMPLES

Free product from a tank or vehicle
overfill that has run offsite

Free product or vapors that have
Impacted any utility
Free product from a dispenser that was

compromised if the flow is not stopped
by the shear valve

Large free product release even If
confined to the facility









Figure 3. One of the sedans and the pickup after emergency responders extinguishad
the blaze. The Premium camo tank fruck is in the background.







REPORTABLE RELEASES/LEAKS

1/8 inch or more of free product in a well
Precision tightness test failure

Inventory control records that reflect an
overage/shortage greater than the regulatory limit

SIR failure (1 month) or SIR inconclusive (2
consecutive months)

Spill or overfill of 25 gallons or more

Free product or vapors in soll, utilities, water, or
other areas around a UST facility

Unusual operating conditions of the UST system






REPORTING RELEASES/LEAKS

Report the release/leak to MDEQ UST
Branch within 24 hours via call or emall

Take immediate action to prevent any
further release of product

ldentify and mitigate fire, explosion, or
vapor hazards properly

Submit a written report within 10 days
(form)



10 DAY REPORT FORM
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HIGH VAPOR READINGS
IN LEAK DETECTION WELLS

Report to MDEQ UST Branch within 30
days any vapor readings of 1000 ppm or
greater for gasoline USTs, and 100 ppm
for diesel, kerosene, or waste oil USTs

UST Branch Procedures for Evaluating
Vapor Readings in Dry Tank Pit/Piping
Monitoring Wells (form)



WEEKLY VAPOR MONITORING

Weekly Vapor Monitoring
h Vapor Readings in Leak Detection Wells at Underground Stormge Tank (U 5T) Sites
UST Facility
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USE A
VAPOR METER
TO SAMPLE
WHEN WELL IS DRY

Vapor meter must be calibrated monthly



PROCEDURES FOR DEALING WITH
REPORTABLE RELEASES (MDEQ UST)

MDEQ receives the call or email
Leaking facility is logged into database
A project manager Is assignhed

The project manager sends out
Instructions as to the ongoing
management of the release and
requests records periodically as well as
performing site visits periodically



PROCEDURES AFTER THE
INITIAL RELEASE (OWNER)

Removal of free product — 10-day balling
program, absorbent socks/pads, pump
Determining the cause of the release
Performing testing if needed

Repair equipment if needed

Vapor monitoring procedures (form)

Checking equipment near the wells with high
vapors

Recording vapor readings once per week for
a month




IF FREE PRODUCT
OR HIGH VAPORS CONTINUE

If free product recurs after bailing
or high vapors occur for at least 6
months

Determine Trust Fund eligibility
Assessment/Remediation



DETERMINING
TRUST FUND ELIGIBILITY

_ast 6 months of leak detection records
_ast spill bucket test

_ast overfill prevention inspection

_ast shear valve test

_ast cathodic protection test

Precision tightness test all USTs and lines
Tank fees paid

No outstanding violations from inspection




ASSESSMENT
(Tank Owner Responsibilities)

If a facility is deemed Trust Fund
eligible, then the owner must:

Pick an Environmental Response Action
Contractor (ERAC) - Consultant

Submit a Trust Fund Application

Review the Preliminary Subsurface
Investigation information and/or proposal

o Sign Trust Fund Paperwork (proposals,
certification affidavits, etc.)



SUMMARY

Communication Is key.
If you have a release/leak, report It.

MDEQ UST Branch will guide you In the
process of dealing with the release/leak.

Keep us informed as to what repairs or
testing have been or need to be
performed.



